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Compact  
transport

Hydraulic folding 
main frame

The MATRIX has a strong, hydraulic 

folding main frame for quick field set 

up. The frame is folded from the  

comfort of the tractor cab.

The machine width is kept under 3 m 

for road transport (row width 45 or  

50 cm). Two mechanical locking pawls 

ensure secure road transport, with a 

simple pull wire for unlocking.
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Precision  
seeding
Hydraulic lane marker
The folding of the machine and lane 
marker controls are operated by a 
double acting control unit. The lane 
marker fold in board (1) to avoid  
damages during transport. The  
concave discs are infinitely height  
adjustable to adapt to all situations. 
Build in break back protection avoids 
damage in the case of collision.

Targeted 
placement
Granulate castor
The optional granulate castor are  
designed for the precision placement 
of all granules. Three rows are  
supplied by a single hopper, with 
each outlet positioned in front of the 
intermediate press wheel. The  
hoppers fold down for secure  
road transport.
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Technical data
MATRIX 1200 MATRIX 1800

Length / length in transport position 1900 / 1900 mm
Width at row width 45 cm 5430 mm 8100 mm
Width in transport position at row width 45 cm 2860 mm 2700 mm
Width at row width 50 cm 5780 mm 8800 mm
Width in transport position at row width 50 cm 2950 mm 3000 mm
Operating position height 1420 mm
Height in transport position 2535 mm 3720 mm
Empty weight at row width 45 cm and 50 cm,  
version for mulch-seed / resp. in line seeding * 1800 kg 2800 kg

Empty weight at row width 45 cm and 50 cm, version for in line seeding * 1700 kg 2600 kg
Number of rows 12 18
Row width 45 / 48 / 50 cm
Cellular wheel drive electrical
Operation and control ISOBUS, electronic
Volume of the seed hopper per row 10 l
Lower linkage category Cat. 2 Cat. 3
Number of support wheels 4 6
Wheels 5.00-15
Pressure load can be varied mechanically in four steps up to 90 kg

*approximate values, depending on configuration
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Seeding technology
12- and 18-rows

Harvesting Technology

Self-propelled harvester 6-, 8- and 9 rows

Cleaning and loading technology

Grimme product range beet technology



No claims can be raised in respect of texts, illustrations, technical specifications, dimensions and weights, equipment as well as performance specifications. They are approximate and non-binding. 
Changes in the course of technical enhancement are possible at any time.

Grimme Landmaschinenfabrik GmbH & Co. KG 
Hunteburger Straße 32 · 49401 Damme · Germany  
Phone +49 5491 666-0 · Fax +49 5491 666-2298  
grimme@grimme.de · www.grimme.de

Download our contact details onto your smart phone quickly and 
easily by means of the QR code!
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